
 

 
 

 RUNDROHRE 
EN AW-6060 T66 - EN 573-3, 755-1/-2/-8 | gepresst in Herstellungslängen von ca. 6 m 

 RUNDROHRE 
EN AW-6060 T66 - EN 573-3, 755-1/-2/-8 | gepresst in Herstellungslängen von ca. 6 m 

 
  

 
D x S 
mm 

kg/m 6060 

6 x 1,0 0,044 
8 x 1,0 0,061 
8 x 1,5 0,092 

10 x 1,0 0,085 
10 x 1,5 0,110 
10 x 2,0 0,141 
12 x 1,0 0,100 
12 x 1,5 0,139 
12 x 2,0 0,176 
12 x 3,0 0,238 
13 x 1,0 0,110 
13 x 1,5 0,154 
14 x 1,5 0,169 
14 x 2,0 0,212 
15 x 1,0 0,123 
15 x 1,5 0,178 
15 x 2,0 0,229 
16 x 1,0 0,132 
16 x 1,5 0,191 
16 x 2,0 0,247 
16 x 2,5 0,297 
16 x 3,0 0,358 
18 x 1,0 0,149 
18 x 1,5 0,218 
18 x 2,0 0,281 
18 x 3,0 0,388 
18 x 4,0 0,495 
19 x 1,0 0,159 
20 x 1,0 0,167 
20 x 1,5 0,244 
20 x 2,0 0,316 
20 x 2,5 0,385 
20 x 3,0 0,449 
20 x 4,0 0,558 
20 x 5,0 0,656 
22 x 1,0 0,185 
22 x 1,5 0,271 
22 x 2,0 0,353 
22 x 3,0 0,500 

 

D x S 
mm 

kg/m 6060 

24 x 1,5 0,297 
25 x 1,0 0,212 
25 x 1,5 0,310 
25 x 2,0 0,404 
25 x 2,5 0,495 
25 x 3,0 0,581 
25 x 5,0 0,880 
26 x 3,0 0,607 
27 x 2,0 0,446 
28 x 1,5 0,350 
28 x 2,0 0,457 
28 x 2,5 0,560 
28 x 3,0 0,660 
28 x 4,0 0,844 
30 x 1,0 0,256 
30 x 1,5 0,376 
30 x 2,0 0,492 
30 x 2,5 0,604 
30 x 3,0 0,712 
30 x 4,0 0,914 
30 x 5,0 1,099 
32 x 1,0 0,271 
32 x 1,5 0,402 
32 x 2,0 0,528 
32 x 3,0 0,765 
33 x 2,0 0,540 
33 x 4,5 1,108 
34 x 2,0 0,560 
35 x 1,5 0,442 
35 x 2,0 0,580 
35 x 2,5 0,714 
35 x 3,0 0,844 
35 x 4,0 1,090 
35 x 5,0 1,319 
36 x 2,0 0,610 
38 x 1,5 0,481 
38 x 2,0 0,633 
38 x 3,0 0,923 
38 x 4,0 1,200 

 



● Lagervorrat |  kurzfristig lieferbar  ● Lagervorrat |  kurzfristig lieferbar   

 
 

 RUNDROHRE 
EN AW-6060 T66 - EN 573-3, 755-1/-2/-8 | gepresst in Herstellungslängen von ca. 6 m 

 RUNDROHRE 
EN AW-6060 T66 - EN 573-3, 755-1/-2/-8 | gepresst in Herstellungslängen von ca. 6 m 

 
  

 
D x S 
mm 

kg/m 6060 

38 x 5,0 1,451 
40 x 1,0 0,343 
40 x 1,5 0,508 
40 x 2,0 0,668 
40 x 2,5 0,824 
40 x 3,0 0,973 
40 x 4,0 1,266 
40 x 5,0 1,539 
40 x 6,0 1,790 
40 x 8,0 2,220 
40 x 10,0 2,638 
42 x 1,5 0,534 
42 x 2,0 0,703 
42 x 2,5 0,868 
42 x 3,0 1,029 
42 x 3,5 1,185 
42 x 4,0 1,336 
45 x 1,5 0,574 
45 x 2,0 0,756 
45 x 2,5 0,934 
45 x 3,0 1,108 
45 x 4,0 1,442 
45 x 5,0 1,758 
46 x 3,0 1,134 
48 x 2,0 0,810 
48 x 2,5 1,044 
48 x 3,0 1,187 
48 x 4,0 1,584 
50 x 1,0 0,460 
50 x 1,5 0,640 
50 x 2,0 0,844 
50 x 2,5 1,044 
50 x 3,0 1,240 
50 x 4,0 1,618 
50 x 5,0 1,978 
50 x 6,0 2,200 
50 x 8,0 2,865 
50 x 10,0 3,517 

 

D x S 
mm 

kg/m 6060 

54 x 2,0 0,915 
55 x 1,5 0,699 
55 x 2,0 0,932 
55 x 2,5 1,154 
55 x 5,0 2,198 
56 x 3,0 1,400 
58 x 3,0 1,451 
60 x 1,5 0,771 
60 x 2,0 1,020 
60 x 2,5 1,264 
60 x 3,0 1,506 
60 x 4,0 1,969 
60 x 5,0 2,418 
60 x 6,0 2,849 
60 x 10,0 4,396 
60 x 15,0 5,940 
65 x 2,0 1,108 
65 x 2,5 1,374 
65 x 5,0 2,638 
65 x 10,0 4,800 

70 x 2,0 1,196 
70 x 3,0 1,767 
70 x 4,0 2,322 
70 x 5,0 2,857 
70 x 10,0 5,275 
70 x 15,0 7,245 

70 x 20,0 8,650 

75 x 2,5 1,594 
75 x 5,0 3,077 
75 x 10,0 5,664 
76 x 2,5 1,616 
76 x 3,0 1,925 
80 x 1,3 0,884 
80 x 1,5 1,030 
80 x 2,0 1,372 
80 x 2,5 1,703 
80 x 3,0 2,031 
80 x 4,0 2,673 

 



● Lagervorrat |  kurzfristig lieferbar  ● Lagervorrat |  kurzfristig lieferbar   
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D x S 
mm 

kg/m 6060 

80 x 5,0 3,297 
80 x 10,0 6,154 
80 x 15,0 8,400 

80 x 20,0 10,540 

84 x 2,0 1,442 
85 x 5,0 3,517 
86 x 3,0 2,189 
90 x 2,0 1,547 
90 x 3,0 2,295 
90 x 4,0 3,020 
90 x 5,0 3,737 

90 x 10,0 7,034 
90 x 15,0 10,030 

90 x 20,0 12,200 

100 x 2,0 1,723 
100 x 2,5 2,143 
100 x 3,0 2,558 
100 x 4,0 3,376 
100 x 5,0 4,176 
100 x 8,0 6,430 

100 x 10,0 7,913 
100 x 15,0 11,060 

100 x 20,0 14,190 

100 x 25,0 17,740 

105 x 2,5 2,260 
106 x 3,0 2,717 
108 x 3,0 2,750 
108 x 4,0 3,657 
110 x 2,0 1,860 
110 x 3,0 2,822 

110 x 5,0 4,616 
110 x 10,0 8,792 
110 x 15,0 12,440 

115 x 5,0 4,840 
120 x 2,0 2,070 
120 x 3,0 3,086 
120 x 4,0 4,079 
125 x 8,0 2,250 

 

D x S 
mm 

kg/m 6060 

120 x 8,0 7,878 

120 x 10,0 9,670 
125 x 2,5 2,680 
125 x 3,0 3,196 
125 x 4,0 4,255 

          128 x 8,0 2,255 
125 x 10,0 10,111 
130 x 3,0 3,350 
130 x 5,0 5,495 
130 x 10,0 10,550 

130 x 15,0 15,116 

133 x 3,0 3,425 
133 x 4,0 4,570 
138 x 3,0 3,570 
140 x 4,0 4,780 
140 x 5,0 5,935 
140 x 15,0 16,590 

140 x 20,0 21,510 

150 x 2,0 2,605 

150 x 3,0 3,877 
150 x 5,0 6,374 
150 x 10,0 12,309 
150 x 15,0 17,770 

150 x 20,0 23,020 

156 x 3,0 4,036 
160 x 3,0 4,150 

160 x 4,0 5,486 
160 x 5,0 6,814 
170 x 5,0 7,265 
180 x 5,0 7,730 
200 x 5,0 8,752 
200 x 10,0 16,705 

200 x 15,0 25,350 

200 x 20,0 32,100 

220 x 5,0 9,220 
220 x 10,0 18,490 

250 x 5,0 9,604 
250 x 10,0 21,101 
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● Lagervorrat |  kurzfristig lieferbar  

 VIERKANTROHRE 
EN AW-6060 T66 - EN 573-3, 755-1/-2/-8 | gepresst in Herstellungslängen von ca. 6 m 

 

 
H x B x S 

mm 
kg/m 6060 

10 x 10 x 1,0 0,101 
10 x 10 x 1,5 0,143 
15 x 15 x 1,0 0,157 
15 x 15 x 1,5 0,227 
15 x 15 x 2,0 0,302 
20 x 20 x 1,5 0,311 
20 x 20 x 2,0 0,403 
20 x 20 x 3,0 0,571 
25 x 25 x 1,5 0,395 
25 x 25 x 2,0 0,515 
25 x 25 x 3,0 0,739 
30 x 30 x 1,5 0,479 
30 x 30 x 2,0 0,627 
30 x 30 x 2,5 0,767 
30 x 30 x 3,0 0,907 
30 x 30 x 4,0 1,165 
34 x 34 x 2,0 0,717 
34 x 34 x 3,0 1,042 
35 x 35 x 2,0 0,739 
35 x 35 x 3,0 1,075 
40 x 40 x 1,5 0,647 
40 x 40 x 2,0 0,851 
40 x 40 x 2,5 1,050 
40 x 40 x 3,0 1,243 
40 x 40 x 4,0 1,613 
40 x 40 x 5,0 1,960 
45 x 45 x 2,0 0,963 
50 x 50 x 1,5 0,815 
50 x 50 x 2,0 1,075 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

● Lagervorrat |  kurzfristig lieferbar 

D x S 
mm 

kg/m 6060 

250 x 15,0 31,490 

250 x 20,0 40,500 

258 x 4,0 10,270 
300 x 4,0 10,417 
300 x 10,0 25,497 

300 x 15,0 38,900 

400 x 20,0 69,500 
 



 

 
 

 VIERKANTROHRE 
EN AW-6060 T66 - EN 573-3, 755-1/-2/-8 | gepresst in Herstellungslängen von ca. 6 m 

 RECHTECKROHRE 
EN AW-6060 T66 - EN 573-3, 755-1/-2/-8 | gepresst in Herstellungslängen von ca. 6 m 

 
  

 

 
 

● Lagervorrat |  kurzfristig lieferbar  

 
● Lagervorrat |  kurzfristig lieferbar  

H x B x S 
mm 

kg/m 6060 

50 x 50 x 2,5 1,330 
50 x 50 x 3,0 1,540 

50 x 50 x 4,0 2,061 
50 x 50 x 5,0 2,520 
55 x 55 x 2,0 1,187 
60 x 60 x 2,0 1,299 
60 x 60 x 2,5 1,610 
60 x 60 x 3,0 1,915 
60 x 60 x 4,0 2,509 
60 x 60 x 5,0 2,970 
65 x 65 x 2,5 1,750 
70 x 70 x 2,0 1,523 
70 x 70 x 3,0 2,250 
70 x 70 x 4,0 2,957 
80 x 80 x 2,0 1,747 
80 x 80 x 3,0 2,587 
80 x 80 x 4,0 3,405 
80 x 80 x 5,0 4,200 
80 x 80 x 6,0 4,795 
90 x 90 x 4,0 3,853 

100 x 100 x 2,0 2,195 
100 x 100 x 3,0 3,259 
100 x 100 x 4,0 4,301 
100 x 100 x 5,0 5,320 
100 x 100 x 10,0 10,640 
120 x 120 x 2,5 3,290 
120 x 120 x 4,0 5,197 
120 x 120 x 5,0 6,449 
145 x 145 x 3,0 4,771 
150 x 150 x 3,0 4,945 
150 x 150 x 5,0 8,120 
200 x 200 x 4,0 8,640 

 

B x H x S 
mm 

kg/m 6060 

20 x 10 x 1,5 0,227 
20 x 10 x 2,0 0,291 
20 x 15 x 2,0 0,347 
25 x 10 x 2,0 0,347 
25 x 15 x 1,5 0,311 
25 x 15 x 2,0 0,414 
25 x 20 x 2,0 0,459 
30 x 10 x 1,5 0,311 
30 x 10 x 2,0 0,403 
30 x 15 x 1,5 0,353 
30 x 15 x 2,0 0,459 
30 x 20 x 1,5 0,381 
30 x 20 x 2,0 0,515 
30 x 20 x 3,0 0,739 
30 x 25 x 2,0 0,571 
34 x 20 x 2,0 0,550 
35 x 15 x 2,0 0,515 
35 x 20 x 2,0 0,571 
35 x 25 x 1,5 0,470 
35 x 25 x 2,0 0,627 
40 x 10 x 2,0 0,515 
40 x 15 x 2,0 0,571 
40 x 20 x 1,5 0,479 
40 x 20 x 2,0 0,627 
40 x 20 x 2,5 0,770 
40 x 20 x 3,0 0,907 
40 x 20 x 4,0 1,165 
40 x 25 x 2,0 0,683 
40 x 25 x 3,0 0,991 
40 x 30 x 2,0 0,739 
40 x 30 x 2,5 0,910 
40 x 30 x 3,0 1,075 
40 x 30 x 4,0 1,366 

 



 

 
 

 RECHTECKROHRE 
EN AW-6060 T66 - EN 573-3, 755-1/-2/-8 | gepresst in Herstellungslängen von ca. 6 m 

 RECHTECKROHRE 
EN AW-6060 T66 - EN 573-3, 755-1/-2/-8 | gepresst in Herstellungslängen von ca. 6 m 

 
  

 

 
 

B x H x S 
mm 

kg/m 6060 

45 x 20 x 2,0 0,683 
45 x 25 x 2,0 0,739 
45 x 34 x 3,0 1,226 
50 x 15 x 2,0 0,683 
50 x 20 x 2,0 0,739 
50 x 20 x 3,0 1,075 
50 x 20 x 4,0 1,389 
50 x 25 x 2,0 0,795 
50 x 25 x 3,0 1,159 
50 x 30 x 1,8 0,777 
50 x 30 x 2,0 0,851 
50 x 30 x 2,5 1,050 
50 x 30 x 3,0 1,243 
50 x 30 x 4,0 1,650 
50 x 34 x 3,0 1,310 
50 x 40 x 2,0 0,963 
50 x 40 x 2,5 1,190 
50 x 40 x 3,0 1,411 
50 x 40 x 4,0 1,837 
50 x 45 x 2,0 1,019 
52,4 x 32,4 x 3,0 1,430 
55 x 50 x 3,0 1,663 
60 x 20 x 2,0 0,851 
60 x 20 x 3,0 1,235 
60 x 20 x 4,0 1,610 
60 x 25 x 2,0 0,907 
60 x 25 x 3,0 1,327 
60 x 30 x 2,0 0,963 
60 x 30 x 3,0 1,411 
60 x 30 x 4,0 1,837 
60 x 34 x 3,0 1,760 
60 x 40 x 2,0 1,075 
60 x 40 x 2,5 1,330 
60 x 40 x 3,0 1,579 
60 x 40 x 4,0 2,061 

 

B x H x S 
mm 

kg/m 6060 

60 x 50 x 3,0 1,747 
60 x 50 x 4,0 2,285 
65 x 20 x 2,0 0,907 
70 x 20 x 2,0 0,963 
70 x 25 x 2,5 1,260 
70 x 30 x 2,0 1,075 
70 x 30 x 3,0 1,579 
70 x 40 x 3,0 1,747 
70 x 50 x 3,0 1,885 
70 x 50 x 4,0 2,510 
75 x 50 x 3,0 2,000 
80 x 18 x 2,0 1,030 
80 x 20 x 1,5 0,820 
80 x 20 x 2,0 1,075 
80 x 20 x 2,5 1,330 
80 x 20 x 3,0 1,600 
80 x 25 x 2,0 1,131 
80 x 30 x 2,0 1,187 
80 x 30 x 3,0 1,747 
80 x 30 x 4,0 2,285 
80 x 40 x 2,0 1,299 
80 x 40 x 2,5 1,610 
80 x 40 x 3,0 1,915 
80 x 40 x 4,0 2,509 
80 x 50 x 2,0 1,411 
80 x 50 x 3,0 2,083 
80 x 50 x 4,0 2,733 
80 x 50 x 5,0 3,360 
80 x 60 x 2,0 1,523 
80 x 60 x 3,0 2,251 
80 x 60 x 4,0 2,957 
90 x 40 x 3,0 2,083 

100 x 18 x 2,0* 1,277 
100 x 20 x 2,0 1,299 
100 x 25 x 2,0 1,355 
100 x 30 x 2,0 1,411 
100 x 30 x 3,0 2,083 
100 x 40 x 2,0 1,523 
100 x 40 x 3,0 2,251 
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● Lagervorrat |  kurzfristig lieferbar   

B x H x S 
mm 

kg/m 6060 

100 x 40 x 4,0 2,951 
100 x 50 x 2,0 1,635 
100 x 50 x 3,0 2,419 
100 x 50 x 4,0 3,181 
100 x 50 x 5,0 3,920 
100 x 60 x 2,0 1,747 
100 x 60 x 2,5 2,167 
100 x 60 x 3,0 2,587 
100 x 60 x 4,0 3,405 
100 x 60 x 5,0 4,105 
100 x 80 x 3,0 2,923 
100 x 80 x 4,0 3,900 
110 x 60 x 4,0 3,629 
120 x 18 x 2,0 1,510 
120 x 20 x 2,0 1,523 
120 x 30 x 2,0 1,635 
120 x 30 x 3,0 2,419 
120 x 40 x 2,0 1,747 
120 x 40 x 2,5 2,171 
120 x 40 x 3,0 2,587 
120 x 40 x 4,0 3,405 
120 x 50 x 3,0 2,789 
120 x 50 x 4,0 3,629 
120 x 60 x 2,0 1,970 
120 x 60 x 3,0 2,923 
120 x 60 x 4,0 3,853 
120 x 60 x 5,0 4,680 
120 x 60 x 6,0 5,520 
120 x 80 x 3,0 3,259 
120 x 80 x 6,0 6,490 
130 x 30 x 3,0 2,587 
130 x 50 x 4,0 3,853 
140 x 18 x 2,0 1,720 
140 x 20 x 2,0 1,750 
140 x 20 x 3,0 2,587 
140 x 40 x 4,0 3,853 
140 x 60 x 2,5 2,731 
140 x 60 x 4,0 4,390 

 

B x H x S 
mm 

kg/m 6060 

140 x 80 x 4,0 4,749 
140 x 80 x 6,0 6,739 
140 x 80 x 7,0 7,858 
150 x 18 x 2,0 1,840 
150 x 30 x 2,8 2,735 
150 x 40 x 4,0 4,077 
150 x 50 x 2,0 2,195 
150 x 50 x 3,0 3,248 
150 x 50 x 4,0 4,301 
150 x 60 x 3,0 3,460 
150 x 60 x 4,0 4,530 
150 x 60 x 5,0 5,600 
150 x 100 x 3,0 4,099 
160 x 40 x 2,0 2,200 
160 x 40 x 4,0 4,301 
160 x 60 x 4,0 4,749 
160 x 60 x 5,0 5,880 
160 x 80 x 4,0 5,197 
170 x 70 x 4,0 5,197 
180 x 40 x 4,0 4,749 
180 x 50 x 3,0 3,763 
180 x 50 x 4,0 4,973 
180 x 60 x 3,0 3,931 
180 x 60 x 4,0 5,196 
180 x 80 x 4,0 5,645 
200 x 18 x 2,0* 2,397 
200 x 20 x 2,0 2,420 
200 x 30 x 2,8 3,480 
200 x 40 x 3,0 3,931 
200 x 50 x 2,5 3,395 
200 x 50 x 4,0 5,421 
200 x 60 x 4,0 5,645 
200 x 80 x 4,0 6,093 
200 x 100 x 4,0 6,541 
200 x 100 x 5,0 8,120 
240 x 100 x 4,0 7,650 
240 x 100 x 5,0 9,560 
250 x 50 x 3,0 4,945 

 



 

 
 

 RUNDPROFILE 
EN AW-6060 T66 - EN 573-3, 755-1/-2/-3 | gepresst in Herstellungslängen von ca. 6 m 

 VIERKANTPROFILE 
EN AW-6060 T66 - EN 573-3, 755-1/-2/-4 | gepresst in Herstellungslängen von ca. 6 m 

 
  

 

 
 
 
 
 
  
 
 
 
 
 
 
 
 
 
 
 

D 
mm 

kg/m 6060 

4 0,030 
5 0,060 
6 0,080 
8 0,141 

10 0,219 
12 0,317 
14 0,431 
15 0,495 
16 0,563 
18 0,712 
20 0,879 
22 1,064 
25 1,374 
30 1,978 
35 2,693 
40 3,517 
45 4,451 
50 5,495 
55 6,649 
60 7,913 
65 9,287 
70 10,770 
75 12,364 
80 14,067 
90 

 
17,804 

100 
 

21,980 
 

A x A 
mm 

kg/m 6060 

3 x 3 0,031 
6 x 6 0,101 
8 x 8 0,179 

10 x 10 0,280 
12 x 12 0,403 
14 x 14 0,549 
15 x 15 0,631 
16 x 16 0,717 
18 x 18 0,907 
20 x 20 1,120 
25 x 25 1,751 
30 x 30 2,520 
32 x 32  2,921 
35 x 35 3,431 
40 x 40 4,480 
45 x 45 5,671 
50 x 50 7,000 
55 x 55 8,471 
60 x 60 10,080 
65 x 65 11,950 
70 x 70 

 13,720 

80 x 80 
 17,920 

90 x 90 
 22,680 



  

 
 

 FLACHPROFILE 
EN AW-6060 T66 - EN 573-3, 755-1/-2/-5 | gepresst in Herstellungslängen von ca. 6 m 

 FLACHPROFILE 
EN AW-6060 T66 - EN 573-3, 755-1/-2/-5 | gepresst in Herstellungslängen von ca. 6 m 

 
  

 

 
 
 

B x H 
mm 

kg/m 6060 

8 x 5 0,110 
10 x 2 0,056 
10 x 3 0,084 
10 x 4 0,112 
10 x 5 0,141 
10 x 6 0,168 
10 x 8 0,224 
12 x 3 0,101 

12 x 4 0,136 
12 x 5 0,168 
12 x 6 0,201 
12 x 8 0,269 
12 x 10 0,336 
15 x 2 0,084 
15 x 3 0,127 
15 x 4 0,168 
15 x 5 0,211 
15 x 6 0,252 
15 x 8 0,336 
15 x 10 0,420 
15 x 12 0,504 
18 x 4 0,202 
20 x 2 0,112 
20 x 3 0,168 
20 x 4 0,224 
20 x 5 0,280 
20 x 6 0,336 
20 x 8 0,448 
20 x 10 0,560 
20 x 12 0,672 
20 x 15 0,840 
25 x 2 0,140 
25 x 3 0,210 
25 x 4 0,280 
25 x 5 0,350 
25 x 6 0,420 
25 x 8 0,560 
25 x 10 0,700 

 

B x H 
mm 

kg/m 6060 

25 x 12 0,840 
25 x 15 1,050 
25 x 20 1,400 
30 x 2 0,168 
30 x 3 0,252 
30 x 4 0,336 
30 x 5 0,420 
30 x 6 0,504 
30 x 8 0,672 
30 x 10 0,840 
30 x 12 1,008 
30 x 15 1,260 
30 x 20 1,680 
30 x 25 2,100 
35 x 2 0,196 
35 x 3 0,295 
35 x 4 0,392 
35 x 5 0,491 
35 x 6 0,588 
35 x 8 0,784 
35 x 10 0,980 
35 x 12 1,176 
35 x 15 1,472 
35 x 20 1,960 
35 x 25 2,451 
40 x 2 0,224 
40 x 3 0,336 
40 x 4 0,448 
40 x 5 0,561 
40 x 6 0,672 
40 x 8 0,896 
40 x 10 1,121 
40 x 12 1,344 
40 x 15 1,681 
40 x 20 2,241 
40 x 25 2,801 
40 x 30 3,361 
45 x 3 0,379 

 



  

 
 

 FLACHPROFILE 
EN AW-6060 T66 - EN 573-3, 755-1/-2/-5 | gepresst in Herstellungslängen von ca. 6 m 

 FLACHPROFILE 
EN AW-6060 T66 - EN 573-3, 755-1/-2/-5 | gepresst in Herstellungslängen von ca. 6 m 

 
  

 
B x H 
mm 

kg/m 6060 

45 x 4 0,504 
45 x 5 0,631 
45 x 6 0,756 
45 x 8 1,008 
45 x 10 1,260 
45 x 15 1,891 
45 x 20 2,520 
45 x 25 3,151 
45 x 30 3,780 
50 x 2 0,281 
50 x 3 0,420 
50 x 4 0,561 
50 x 5 0,700 
50 x 6 0,841 
50 x 8 1,121 
50 x 10 1,401 
50 x 12 1,681 
50 x 15 2,100 
50 x 20 2,801 
50 x 25 3,500 
50 x 30 4,201 
50 x 35 4,900 
50 x 40 5,601 
55 x 5 0,771 
55 x 6 0,924 
55 x 8 1,200 
55 x 10 1,540 
60 x 2 0,336 
60 x 3 0,504 
60 x 4 0,672 
60 x 5 0,841 
60 x 6 1,008 
60 x 8 1,344 
60 x 10 1,681 
60 x 12 2,016 
60 x 15 2,521 
60 x 20 3,361 
60 x 25 4,201 

 

B x H 
mm 

kg/m 6060 

60 x 30 5,041 
60 x 35 5,881 
60 x 40 6,721 
60 x 50 8,401 
65 x 5 0,910 
65 x 6 1,092 
65 x 10 1,820 
70 x 2 0,392 
70 x 3 0,588 
70 x 4 0,784 
70 x 5 0,980 
70 x 6 1,176 
70 x 8 1,568 
70 x 10 1,960 
70 x 12 2,352 
70 x 15 2,940 
70 x 20 3,920 
70 x 25 4,900 
70 x 30 5,881 
70 x 35 6,800 
70 x 40 7,841 
70 x 50 9,800 
75 x 5 1,051 
75 x 10 2,100 
75 x 20 4,054 
80 x 2 0,448 
80 x 3 0,672 
80 x 4 0,896 
80 x 5 1,120 
80 x 6 1,344 
80 x 8 1,792 
80 x 10 2,240 
80 x 12 2,688 
80 x 15 3,360 
80 x 20 4,480 
80 x 25 5,600 
80 x 30 6,720 
80 x 35 7,840 

 



● Lagervorrat |  kurzfristig lieferbar  ● Lagervorrat |  kurzfristig lieferbar   

 
 

 FLACHPROFILE 
EN AW-6060 T66 - EN 573-3, 755-1/-2/-5 | gepresst in Herstellungslängen von ca. 6 m 

 FLACHPROFILE 
EN AW-6060 T66 - EN 573-3, 755-1/-2/-5 | gepresst in Herstellungslängen von ca. 6 m 

 
  

 
B x H 
mm 

kg/m 6060 

80 x 40 8,960 
80 x 50 11,200 
80 x 60 13,440 
90 x 3 0,756 
90 x 4 1,008 
90 x 5 1,260 
90 x 6 1,512 
90 x 8 2,016 
90 x 10 2,520 
90 x 15 3,780 
90 x 20 5,040 
90 x 25 6,300 
90 x 30 7,560 
90 x 35 8,82 
90 x 40 10,080 

100 x 2 0,560 
100 x 3 0,840 
100 x 4 1,120 
100 x 5 1,400 
100 x 6 1,680 
100 x 8 2,240 
100 x 10 2,800 
100 x 12 3,360 
100 x 15 4,200 
100 x 20 5,600 
100 x 25 7,000 
100 x 30 8,400 
100 x 35 9,800 
100 x 40 11,200 
100 x 50 14,000 
100 x 60 16,800 
110 x 10 3,080 
110 x 30 9,240 
120 x 4 1,344 
120 x 5 1,680 
120 x 6 2,016 
120 x 8 2,688 
120 x 10 3,360 

 

B x H 
mm 

kg/m 6060 

120 x 12 4,032 
120 x 15 5,040 
120 x 20 6,720 
120 x 25 8,400 
120 x 30 10,080 
120 x 40 13,440 
120 x 50 16,800 
120 x 60 20,160 
125 x 10 3,500 
130 x 5 1,820 
130 x 8 2,912 
130 x 10 3,640 
130 x 15 5,460 
130 x 20 7,280 
140 x 5 1,960 
140 x 10 3,920 
140 x 15 5,880 
140 x 20 7,840 
150 x 3 1,260 
150 x 5 2,100 
150 x 8 3,360 
150 x 10 4,200 
150 x 12 5,040 
150 x 15 6,300 
150 x 20 8,400 
150 x 25 10,500 
150 x 30 12,600 
150 x 40 16,800 
160 x 10 4,480 
160 x 15 6,720 
160 x 20 8,960 
180 x 5 2,520 
180 x 10 5,040 
180 x 15 7,560 
180 x 20 10,080 
200 x 5 2,800 
200 x 8 4,480 
200 x 10 5,600 

 



 

 

 FLACHPROFILE 
EN AW-6060 T66 - EN 573-3, 755-1/-2/-5 | gepresst in Herstellungslängen von ca. 6 m 

 
S 

 WINKELPROFILE 
EN AW-6060 T66 - EN 573-3, 755-1/-2/-9 | gleichschenklig, gepresst in Herstellungslängen von ca. 6 m 

 
  

 

 
 
 
 

● Lagervorrat |  kurzfristig lieferbar  

 

 

 

B x H 
mm 

kg/m 6060 

200 x 15 8,400 
200 x 20 11,200 
200 x 30 16,800 
250 x 10 7,000 
250 x 15 10,500 
250 x 20 14,000 
300 x 10 8,400 
300 x 15 12,600 
300 x 20 16,800 

 

B x H x S 
mm 

kg/m 6060 

10 x 10 x 1,0 0,055 
10 x 10 x 2,0 0,101 
12 x 12 x 2,0 0,123 
15 x 15 x 1,0 0,081 
15 x 15 x 1,5 0,120 
15 x 15 x 2,0 0,157 
15 x 15 x 3,0 0,227 
20 x 20 x 1,0 0,110 
20 x 20 x 1,5 0,162 
20 x 20 x 2,0 0,213 
20 x 20 x 3,0 0,311 
20 x 20 x 4,0 0,403 
25 x 25 x 1,0 0,140 
25 x 25 x 1,5 0,210 
25 x 25 x 2,0 0,269 
25 x 25 x 3,0 0,395 
25 x 25 x 4,0 0,515 
30 x 30 x 1,5 0,246 
30 x 30 x 2,0 0,325 
30 x 30 x 3,0 0,479 
30 x 30 x 4,0 0,627 
30 x 30 x 5,0 0,770 
35 x 35 x 2,0 0,381 
35 x 35 x 3,0 0,563 
35 x 35 x 4,0 0,739 
35 x 35 x 5,0 0,910 
40 x 40 x 2,0 0,437 
40 x 40 x 3,0 0,650 
40 x 40 x 4,0 0,851 
40 x 40 x 5,0 1,050 
40 x 40 x 6,0 1,260 
45 x 45 x 2,0 0,493 
45 x 45 x 3,0 0,731 
45 x 45 x 4,0 0,963 
45 x 45 x 5,0 1,190 
50 x 50 x 2,0 0,549 
50 x 50 x 3,0 0,815 
50 x 50 x 4,0 1,075 

 



 

 
 

S 

 WINKELPROFILE 
EN AW-6060 T66 - EN 573-3, 755-1/-2/-9 | gleichschenklig, gepresst in Herstellungslängen von ca. 6 m 

S 

 WINKELPROFILE H
 

EN AW-6060 T66 - EN 573-3, 755-1/-2/-9 | ungleichschenklig, gepresst in Herstellungslängen von ca. 6 m 

 
  

 

 
 
 
 
 

● Lagervorrat |  kurzfristig lieferbar 

 

 

 
 
 

 

B x H x S 
mm 

kg/m 6060 

50 x 50 x 5,0 1,330 
50 x 50 x 6,0 1,579 
50 x 50 x 8,0 2,061 

50 x 50 x 10,0 2,520 
60 x 60 x 2,0 0,661 
60 x 60 x 2,5 0,823 
60 x 60 x 3,0 0,983 
60 x 60 x 4,0 1,299 
60 x 60 x 5,0 1,610 
60 x 60 x 6,0 1,915 
60 x 60 x 8,0 2,509 
60 x 60 x 10,0 3,080 
70 x 70 x 2,5 0,963 
70 x 70 x 5,0 1,890 
70 x 70 x 6,0 2,251 
70 x 70 x 7,0 2,607 

80 x 80 x 2,0 0,885 
80 x 80 x 3,0 1,319 
80 x 80 x 4,0 1,747 
80 x 80 x 5,0 2,170 
80 x 80 x 6,0 2,587 
80 x 80 x 8,0 3,405 
80 x 80 x 10,0 4,200 
90 x 90 x 3,0 1,487 
90 x 90 x 10,0 4,760 

100 x 100 x 2,0 1,120 
100 x 100 x 3,0 1,655 
100 x 100 x 4,0 2,195 
100 x 100 x 5,0 2,730 
100 x 100 x 6,0 3,259 
100 x 100 x 8,0 4,301 
100 x 100 x 10,0 5,320 
100 x 100 x 12,0 6,317 
120 x 120 x 2,5 1,660 
120 x 120 x 8,0 5,376 
120 x 120 x 10,0 6,720 
120 x 120 x 12,0 8,064 

 

B x H x S 
mm 

kg/m 6060 

15 x 10 x 1,5 0,100 
15 x 10 x 2,0 0,129 
20 x 10 x 1,5 0,125 
20 x 10 x 2,0 0,157 
20 x 10 x 3,0 0,227 
20 x 15 x 2,0 0,185 
20 x 15 x 3,0 0,269 
25 x 10 x 2,0 0,185 
25 x 15 x 2,0 0,213 
25 x 15 x 3,0 0,311 
25 x 20 x 2,0 0,241 
25 x 20 x 2,5 0,298 
25 x 20 x 3,0 0,353 
30 x 10 x 2,0 0,213 
30 x 15 x 2,0 0,241 
30 x 15 x 3,0 0,353 
30 x 20 x 1,5 0,204 
30 x 20 x 2,0 0,269 
30 x 20 x 2,5 0,333 
30 x 20 x 3,0 0,395 
30 x 20 x 4,0 0,515 
30 x 25 x 2,0 0,297 
30 x 25 x 3,0 0,437 
35 x 10 x 2,0 0,241 
35 x 15 x 2,0 0,269 
35 x 20 x 2,0 0,297 
35 x 20 x 3,0 0,437 
35 x 25 x 2,0 0,325 
35 x 25 x 3,0 0,480 
35 x 30 x 3,0 0,521 
40 x 10 x 2,0 0,269 
40 x 15 x 1,5 0,210 
40 x 15 x 2,0 0,297 
40 x 15 x 4,0 0,571 
40 x 20 x 2,0 0,325 
40 x 20 x 2,5 0,403 
40 x 20 x 3,0 0,479 

 



● Lagervorrat |  kurzfristig lieferbar  ● Lagervorrat |  kurzfristig lieferbar  

 
S 

 WINKELPROFILE H
 

EN AW-6060 T66 - EN 573-3, 755-1/-2/-9 | ungleichschenklig, gepresst in Herstellungslängen von ca. 6 m 

S 

 WINKELPROFILE H
 

EN AW-6060 T66 - EN 573-3, 755-1/-2/-9 | ungleichschenklig, gepresst in Herstellungslängen von ca. 6 m 

 
  

 

  

 

 
 
 

 

B x H x S 
mm 

kg/m 6060 

40 x 20 x 4,0 0,627 
40 x 20 x 5,0 0,770 
40 x 25 x 2,0 0,353 
40 x 25 x 2,5 0,438 
40 x 25 x 3,0 0,521 
40 x 25 x 4,0 0,683 
40 x 30 x 2,0 0,381 
40 x 30 x 3,0 0,563 
40 x 30 x 4,0 0,739 
40 x 30 x 5,0 0,878 
45 x 10 x 2,0 0,297 
45 x 15 x 2,0 0,325 
45 x 20 x 2,0 0,353 
45 x 20 x 3,0 0,521 
45 x 25 x 2,0 0,381 
45 x 30 x 3,0 0,605 
50 x 10 x 2,0 0,325 
50 x 15 x 2,0 0,353 
50 x 15 x 3,0 0,521 
50 x 20 x 2,0 0,381 
50 x 20 x 2,5 0,473 
50 x 20 x 3,0 0,563 
50 x 20 x 4,0 0,739 
50 x 25 x 2,0 0,409 
50 x 25 x 2,5 0,508 
50 x 25 x 3,0 0,605 
50 x 25 x 4,0 0,795 
50 x 25 x 5,0 0,980 
50 x 30 x 2,0 0,437 
50 x 30 x 3,0 0,647 
50 x 30 x 4,0 0,851 
50 x 30 x 5,0 1,050 
50 x 35 x 2,0 0,456 
50 x 35 x 4,0 0,907 
50 x 40 x 2,0 0,493 
50 x 40 x 3,0 0,731 
50 x 40 x 4,0 0,963 
50 x 40 x 5,0 1,190 

 

B x H x S 
mm 

kg/m 6060 

60 x 10 x 2,0 0,381 
60 x 15 x 2,0 0,409 
60 x 20 x 2,0 0,437 
60 x 20 x 2,5 0,521 
60 x 20 x 3,0 0,647 
60 x 25 x 2,0 0,456 
60 x 25 x 2,5 0,578 
60 x 25 x 4,0 0,907 
60 x 30 x 2,0 0,493 
60 x 30 x 3,0 0,731 
60 x 30 x 4,0 0,963 
60 x 30 x 5,0 1,190 
60 x 35 x 2,0 0,502 
60 x 40 x 2,0 0,549 
60 x 40 x 3,0 0,815 
60 x 40 x 4,0 1,075 
60 x 40 x 5,0 1,330 
60 x 40 x 6,0 1,579 
60 x 50 x 2,0 0,605 
70 x 15 x 2,0 0,465 
70 x 20 x 2,0 0,493 
70 x 25 x 2,5 0,648 
70 x 30 x 2,0 0,549 
70 x 30 x 3,0 0,815 
70 x 40 x 2,0 0,605 
70 x 40 x 4,0 1,232 
70 x 40 x 5,0 1,420 
70 x 50 x 3,0 1,012 
70 x 50 x 5,0 1,620 
70 x 60 x 5,0 1,809 
75 x 50 x 5,0 1,680 
75 x 50 x 7,0 2,350 
80 x 15 x 2,0 0,532 
80 x 20 x 2,0 0,549 
80 x 25 x 2,0 0,577 
80 x 25 x 2,5 0,718 
80 x 30 x 3,0 0,899 
80 x 35 x 2,0 0,633 

 



● Lagervorrat |  kurzfristig lieferbar  ● Lagervorrat |  kurzfristig lieferbar   

 
S 

 WINKELPROFILE H
 

EN AW-6060 T66 - EN 573-3, 755-1/-2/-9 | ungleichschenklig, gepresst in Herstellungslängen von ca. 6 m 

S 

 WINKELPROFILE H
 

EN AW-6060 T66 - EN 573-3, 755-1/-2/-9 | ungleichschenklig, gepresst in Herstellungslängen von ca. 6 m 

 
  

 

  

 

 
 
 

 

B x H x S 
mm 

kg/m 6060 

80 x 40 x 2,0 0,661 
80 x 40 x 3,0 0,983 
80 x 40 x 4,0 1,299 
80 x 40 x 5,0 1,611 
80 x 40 x 6,0 1,915 
80 x 40 x 8,0 2,580 
80 x 50 x 2,0 0,722 
80 x 50 x 3,0 1,080 
80 x 50 x 4,0 1,411 
80 x 50 x 5,0 1,751 
80 x 50 x 6,0 2,130 
80 x 60 x 4,0 1,523 
80 x 60 x 6,0 2,251 
90 x 40 x 4,0 1,409 

100 x 20 x 2,0 0,661 
100 x 30 x 2,0 0,730 
100 x 30 x 3,0 1,067 
100 x 40 x 2,0 0,773 
100 x 40 x 3,0 1,151 
100 x 40 x 4,0 1,523 
100 x 40 x 6,0 2,280 
100 x 50 x 2,0 0,830 
100 x 50 x 3,0 1,235 
100 x 50 x 4,0 1,635 
100 x 50 x 5,0 2,031 
100 x 50 x 6,0 2,419 
100 x 50 x 8,0 3,180 
100 x 50 x 10,0 3,920 
100 x 60 x 6,0 2,587 
100 x 60 x 8,0 3,410 
100 x 70 x 2,0 0,907 
100 x 80 x 4,0 1,971 
100 x 80 x 6,0 2,923 
100 x 80 x 8,0 3,853 
110 x 30 x 2,0 0,773 
120 x 20 x 2,0 0,773 
120 x 20 x 2,5 0,962 
120 x 30 x 2,0 0,825 

 

B x H x S 
mm 

kg/m 6060 

120 x 40 x 3,0 1,319 
120 x 40 x 4,0 1,747 
120 x 50 x 5,0 2,311 
120 x 60 x 2,0 0,997 
120 x 60 x 6,0 2,923 
120 x 60 x 8,0 3,853 
120 x 80 x 3,0 1,655 
120 x 80 x 6,0 3,260 
120 x 80 x 8,0 4,301 
120 x 80 x 10,0 5,320 
120 x 100 x 4,0 2,419 
130 x 30 x 3,0 1,319 
130 x 80 x 6,0 3,427 
140 x 40 x 3,0 1,487 
140 x 40 x 6,0 3,024 
150 x 40 x 4,0 2,128 
150 x 50 x 4,0 2,240 
150 x 75 x 8,0 4,861 
150 x 75 x 10,0 6,080 
150 x 80 x 6,0 3,763 
150 x 80 x 8,0 4,937 
150 x 100 x 5,0 3,430 
150 x 100 x 10,0 6,750 
160 x 40 x 2,6 1,451 
160 x 40 x 3,0 1,670 
160 x 40 x 4,0 2,195 
160 x 60 x 8,0 4,749 
180 x 40 x 3,0 1,850 
180 x 80 x 10,0 7,000 
180 x 150 x 6,0 5,440 
200 x 40 x 3,0 1,980 
200 x 100 x 10,0 8,120 
200 x 100 x 15,0 11,971 
230 x 100 x 3,0 2,770 

 



● Lagervorrat |  kurzfristig lieferbar ● Lagervorrat |  kurzfristig lieferbar  

 

 T-PROFILE 
EN AW-6060 T66 - EN 573-3, 755-1/-2/-9 | gepresst in Herstellungslängen von ca. 6 m 

 
S 

 U-PROFILE 
S EN AW-6060 T66 - EN 573-3, 755-1/-2/-9 | gepresst in Herstellungslängen von ca. 6 m 

 
  

 

 
 
 

 
 

 
 

 

 

B x H x S 
mm 

kg/m 6060 

15 x 15 x 1,5 0,120 
15 x 15 x 2,0 0,156 
20 x 20 x 1,5 0,161 
20 x 20 x 2,0 0,213 
20 x 20 x 3,0 0,311 
20 x 40 x 2,0 0,325 
25 x 25 x 2,0 0,269 
25 x 25 x 3,0 0,395 
30 x 15 x 2,0 0,241 
30 x 30 x 2,0 0,325 
30 x 30 x 3,0 0,479 
30 x 60 x 4,0 0,963 
35 x 35 x 3,0 0,563 
40 x 20 x 2,0 0,325 
40 x 40 x 2,0 0,437 
40 x 40 x 3,0 0,647 
40 x 40 x 4,0 0,851 
45 x 45 x 3,0 0,731 
50 x 50 x 4,0 1,075 
50 x 50 x 5,0 1,330 
50 x 50 x 6,0 1,579 
50 x 80 x 5,0 1,751 
60 x 30 x 4,0 0,963 
60 x 40 x 5,0 1,330 
60 x 60 x 4,0 1,299 
60 x 60 x 6,0 2,083 
60 x 100 x 5,0 2,170 
70 x 70 x 5,0 1,890 
70 x 70 x 8,0 3,020 
80 x 50 x 5,0 1,750 
80 x 80 x 4,0 1,747 
80 x 80 x 6,0 2,587 

100 x 60 x 5,0 2,170 
100 x 100 x 10,0 5,320 
110 x 50 x 2,0 0,880 
120 x 50 x 2,0 0,940 

 

H x B x H x S 
mm 

kg/m 6060 

10 x 10 x 10 x 1,00 0,080 
10 x 10 x 10 x 2,00 0,145 
15 x 10 x 15 x 2,00 0,207 
20 x 10 x 20 x 2,00 0,258 
25 x 10 x 25 x 2,00 0,310 
12 x 12 x 12 x 1,00 0,099 
12 x 12 x 12 x 1,50 0,139 
12 x 12 x 12 x 2,00 0,185 
12 x 14 x 12 x 2,00 0,190 
16 x 14 x 16 x 2,00 0,235 
10 x 15 x 10 x 2,00 0,196 
15 x 15 x 15 x 1,50 0,190 
15 x 15 x 15 x 2,00 0,230 
20 x 15 x 20 x 1,50 0,218 
20 x 15 x 20 x 2,00 0,286 
13 x 16 x 13 x 1,50 0,177 
25 x 19 x 25 x 1,25 0,224 
10 x 20 x 10 x 2,00 0,201 
15 x 20 x 15 x 2,00 0,260 
20 x 20 x 20 x 1,50 0,245 
20 x 20 x 20 x 2,00 0,320 
20 x 20 x 20 x 3,00 0,455 
25 x 20 x 25 x 1,50 0,284 
25 x 20 x 25 x 2,00 0,370 
30 x 20 x 30 x 2,00 0,426 
40 x 20 x 40 x 2,00 0,538 
40 x 20 x 40 x 2,50 0,665 
10 x 22 x 10 x 1,50 0,177 
23 x 23 x 23 x 1,50 0,277 
15 x 25 x 15 x 2,00 0,286 
20 x 25 x 20 x 2,00 0,342 
20 x 25 x 20 x 3,00 0,496 
25 x 25 x 25 x 2,00 0,400 
25 x 25 x 25 x 3,00 0,580 
40 x 25 x 40 x 2,00 0,569 
15 x 30 x 15 x 2,00 0,314 
15 x 30 x 15 x 3,00 0,454 
20 x 30 x 20 x 2,00 0,370 

 



● Lagervorrat |  kurzfristig lieferbar  ● Lagervorrat |  kurzfristig lieferbar   

 
 

S 

 U-PROFILE 
EN AW-6060 T66 - EN 573-3, 755-1/-2/-9 | gepresst in Herstellungslängen von ca. 6 m 

 
S 

 U-PROFILE 
EN AW-6060 T66 - EN 573-3, 755-1/-2/-9 | gepresst in Herstellungslängen von ca. 6 m 

 
  

 

 
 
 
 

 

 

 

 

H x B x H x S 
mm 

kg/m 6060 

20 x 30 x 20 x 3,0 0,540 
30 x 30 x 30 x 2,0 0,490 
30 x 30 x 30 x 3,0 0,706 
40 x 30 x 40 x 3,0 0,874 
50 x 30 x 50 x 3,0 1,042 
60 x 30 x 60 x 2,0 0,818 
20 x 35 x 20 x 2,0 0,398 
25 x 35 x 25 x 2,0 0,454 
35 x 35 x 35 x 2,0 0,566 
35 x 35 x 35 x 3,0 0,832 
15 x 40 x 15 x 2,0 0,370 
20 x 40 x 20 x 2,0 0,426 
20 x 40 x 20 x 2,5 0,525 
20 x 40 x 20 x 3,0 0,622 
25 x 40 x 25 x 2,0 0,482 
25 x 40 x 25 x 3,0 0,706 
25 x 40 x 25 x 4,0 0,918 
30 x 40 x 30 x 2,0 0,538 
30 x 40 x 30 x 3,0 0,790 
30 x 40 x 30 x 4,0 1,030 
40 x 40 x 40 x 2,0 0,650 
40 x 40 x 40 x 2,5 0,805 
40 x 40 x 40 x 3,0 0,958 
40 x 40 x 40 x 4,0 1,254 
40 x 40 x 40 x 5,0 1,540 
60 x 40 x 60 x 4,0 1,702 
60 x 40 x 60 x 5,0 2,100 
65 x 40 x 65 x 2,0 0,930 
20 x 45 x 20 x 2,0 0,457 
25 x 45 x 25 x 2,0 0,510 
25 x 45 x 25 x 3,0 0,748 
15 x 50 x 15 x 2,0 0,425 
20 x 50 x 20 x 2,0 0,482 
25 x 50 x 25 x 2,0 0,560 
25 x 50 x 25 x 2,5 0,665 
25 x 50 x 25 x 3,0 0,785 
30 x 50 x 30 x 2,0 0,594 
30 x 50 x 30 x 3,0 0,874 

 

H x B x H x S 
mm 

kg/m 6060 

30 x 50 x 30 x 4,0 1,142 
40 x 50 x 40 x 3,0 1,042 
40 x 50 x 40 x 4,0 1,366 
40 x 50 x 40 x 5,0 1,680 
50 x 50 x 50 x 2,0 0,818 
50 x 50 x 50 x 3,0 1,210 
50 x 50 x 50 x 4,0 1,590 
50 x 50 x 50 x 5,0 1,960 
45 x 55 x 45 x 2,0 0,790 
50 x 55 x 50 x 2,0 0,846 
20 x 60 x 20 x 2,0 0,538 
25 x 60 x 25 x 2,5 0,735 
30 x 60 x 30 x 3,0 0,958 
40 x 60 x 40 x 2,5 0,945 
40 x 60 x 40 x 3,0 1,126 
40 x 60 x 40 x 4,0 1,478 
40 x 60 x 40 x 5,0 1,820 
50 x 60 x 50 x 2,0 0,874 
50 x 60 x 50 x 3,0 1,294 
60 x 60 x 60 x 3,0 1,462 
60 x 60 x 60 x 4,0 1,926 
60 x 60 x 60 x 5,0 2,380 
25 x 65 x 25 x 2,5 0,805 
55 x 65 x 55 x 2,5 1,225 
35 x 70 x 35 x 3,0 1,126 
40 x 70 x 40 x 3,0 1,210 
40 x 70 x 40 x 4,0 1,590 
20 x 80 x 20 x 2,0 0,650 
30 x 80 x 30 x 3,0 1,126 
40 x 80 x 40 x 3,0 1,294 
40 x 80 x 40 x 4,0 1,702 
40 x 80 x 40 x 5,0 2,100 
45 x 80 x 45 x 6,0 2,654 
50 x 80 x 50 x 3,0 1,462 
50 x 80 x 50 x 5,0 2,380 
60 x 80 x 60 x 5,0 2,660 
80 x 80 x 80 x 4,0 2,598 
40 x 86 x 40 x 3,0 1,344 

 



● Lagervorrat |  kurzfristig lieferbar  ● Lagervorrat |  kurzfristig lieferbar   

 
 

 U-PROFILE 
EN AW-6060 T66 - EN 573-3, 755-1/-2/-9 | gepresst in Herstellungslängen von ca. 6 m 

 Z-PROFILE 
S 

EN AW-6060 T66 - EN 573-3, 755-1/-2/-9 | gepresst in Herstellungslängen von ca. 6 m 

 
    

 
 
 
 
 
 
 
 
 

 

 
 
 
 

 
 
 
 
 

 

 

 

 

 

 

H x B x H x S 
mm 

kg/m 6060 

40 x 90 x 40 x 3,0 1,378 
50 x 90 x 50 x 3,0 1,546 
50 x 90 x 50 x 5,0 2,520 
20 x 100 x 20 x 2,0 0,762 
40 x 100 x 40 x 3,0 1,462 
50 x 100 x 50 x 3,0 1,630 
50 x 100 x 50 x 5,0 2,660 
50 x 100 x 50 x 6,0 3,158 
50 x 100 x 50 x 10,0 5,040 

100 x 100 x 100 x 5,0 4,070 
40 x 106 x 40 x 3,0 1,512 
50 x 108 x 50 x 3,0 1,747 
20 x 120 x 20 x 2,0 0,875 
20 x 120 x 20 x 2,5 1,085 
40 x 120 x 40 x 3,0 1,630 
45 x 120 x 45 x 10,0 5,130 
60 x 120 x 60 x 5,0 3,150 
60 x 120 x 60 x 8,0 5,018 
40 x 140 x 40 x 3,0 1,798 
40 x 140 x 40 x 6,0 3,494 
60 x 140 x 60 x 6,0 4,290 
37 x 150 x 37 x 3,0 1,831 
50 x 150 x 50 x 10,0 6,210 
80 x 160 x 80 x 8,0 6,810 
80 x 160 x 80 x 10,0 8,500 
40 x 200 x 40 x 3,0 2,302 
20 x 220 x 20 x 4,0 2,822 
38 x 260 x 38 x 3,0 2,772 

 

H x B x C x S 
mm 

kg/m 6060 

10 x 15 x 10 x 2,0 0,196 
15 x 15 x 15 x 2,0 0,230 
18 x 20 x 21 x 3,0 0,445 
20 x 18 x 21 x 3,0 0,445 
20 x 20 x 20 x 2,0 0,315 
25 x 17 x 17 x 2,0 0,310 
25 x 25 x 25 x 2,0 0,385 
25 x 25 x 25 x 3,0 0,590 
30 x 25 x 25 x 3,0 0,672 
30 x 30 x 30 x 3,0 0,706 
32 x 17 x 17 x 2,0 0,347 
40 x 15 x 15 x 2,0 0,370 
40 x 30 x 30 x 3,0 0,790 
40 x 40 x 40 x 3,0 0,958 
43 x 18 x 18 x 3,0 0,613 
50 x 30 x 30 x 3,0 0,920 
50 x 50 x 50 x 4,0 1,590 
60 x 24 x 24 x 4,0 1,150 
60 x 40 x 40 x 4,0 1,478 
70 x 40 x 40 x 3,0 1,250 
86 x 40 x 40 x 3,0 1,344 

 


